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(57) Abstract: A percutaneous heart valve prosthesis (1) has a valve body (2) with a passage (9) extending between the first and 
second ends (7, 8) of the valve body (2). The valve body (2) is collapsible about a longitudinal axis (10) of the passage (9) for delivery 
of the valve body (2) via a catheter (18). One or more flexible valve leaflets (3, 4) are secured to the valve body (2) and extend across 
the passage (9) for blocking bloodflow in one direction through the passage (9). An anchor device (5), which is also collapsible for 
delivery via catheter (18), is secured to the valve body (2) by way of an anchor line (6). A failed or failing mitral heart valve (101) is 
treated by percutaneously locating the valve body (2) in the mitral valve orifice (102) with the anchor device (5) located in the right 
atrium (107) and engaging the inter-atrial septum (103), such that the taught anchor line (6) acts to secure the valve body (2) within 
the mitral valve orifice (102). 



WO 2005/087140 Al I Hill llllllll II llllll Mill IIMI lllll llll I II III lllll lllll lllll lllll lllll llll lllllll llll Mil llll 



Published: 

— with international search report 

(48) Date of publication of this corrected version: 

24 November 2005 

(15) Information about Correction: 

see PCT Gazette No. 47/2005 of 24 November 2005, Sec- 
tion II 



For two -letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning of each regular issue of the PCT Gazette. 



